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DIMENSIONS

ORDERING 
Our 6” and 8” DLLED Down Lights are
suitable for 100-277 V Input with fire-rated 
Junction box, which delivers high lumens of 
exeptional 80+ CRI and greater than 50,000
hours lifetime.Easy conversion method and 
installation can be performed from below the
ceiling with out removing existing fixture. Ideal
applications included office spaces, major retail 
retail stores, education, government, healthcare
and hospitality.

HOUSING 
The reflector is made of metal material and with
surface oxidized, which effectively enhances
the lumen output ration.

LED COLOR
3000K,  3500K, 4000K, 5000K

ELECTRICAL

The external driver ensures steady perfor-
mance and long lifespan.Driver efficiency>87%.
0-10V dimming optional. 
Diver Input: AC100-277 V 50/60Hz
Diver output: DC36V

CERTIFICATION
UL Listed for Damp Location.
Energy Star rated.  5 year LED warranty. 

Dimensions are subject to change.  For critical applications, verify all dimensions with factory. 

JOB NAME:   

FIXTURE TYPE:   

MODEL NO:

MODEL
DLLED 6” 

VOLTAGE 
UNV (120/277) 

OPTIONS:

WATTAGE
18/23/27 

18/23/27/33/40 

6”

8”

MEASUREMENTS IN mm

8” PHOTOMETRY

DLLED 8” 

DM- DIMMING


